
  
 

HIGH TEMP. FIBERGLASS CABLE DATASHEET 
 
TYPE:   G500 
CONDUCTOR：BARE COPPER WIRE 
INSULATION：FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE 
TEMP RANGE: 500°C 
RATED VOLTAGE：300V/500V 
TESTING VOLTAGE: 2000V 
INSULATION RESISTANCE: ≥1500M.Ω.KM(20℃) 
OD TOLERANCE：±0.1MM 
STANDARD: Q321281KLA02-2009 
COLOR: WHITE (OTHER COLORS CAN BE CUSTOMIZED) 
PACKING：100M/ROLL 
INSTALLATION CONDITIONS: FIXED INSTALLATION 
APPLICATION: IT IS USED IN HIGH TEMP. INDUSTRIAL OVEN, HEATING SYSTEM, OIL-HEAT-GAS INDUSTRIES 
CONSTRUCTION: FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE+ SILICONE COATED 
 

 
 
 
 



 

TECHNICAL DATA SHEET: 

 



  
 

HIGH TEMP. FIBERGLASS CABLE DATASHEET 
 
TYPE:   G800 
CONDUCTOR：STRANDED NICKEL PLATING COPPER WIRE 
INSULATION：FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE 
TEMP RANGE: 800°C 
RATED VOLTAGE：300V/500V 
TESTING VOLTAGE: 2000V 
INSULATION RESISTANCE: ≥1500M.Ω.KM(20℃) 
OD TOLERANCE：±0.1MM 
STANDARD: Q321281KLA02-2009 
COLOR: WHITE (OTHER COLORS CAN BE CUSTOMIZED) 
PACKING：100M/ROLL 
INSTALLATION CONDITIONS: FIXED INSTALLATION 
APPLICATION: IT IS USED IN HIGH TEMP. INDUSTRIAL OVEN, HEATING SYSTEM, OIL-HEAT-GAS INDUSTRIES. 
CONSTRUCTION: FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE+ SILICONE COATED 
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HIGH TEMP. FIBERGLASS CABLE DATASHEET 
 
TYPE:   G1000 
CONDUCTOR：PURE NICKEL WIRE 
INSULATION：FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE 
TEMP RANGE: 1000°C 
RATED VOLTAGE：300V/500V 
TESTING VOLTAGE: 2000V 
INSULATION RESISTANCE: ≥1500M.Ω.KM(20℃) 
OD TOLERANCE：±0.1MM 
STANDARD: Q321281KLA02-2009 
COLOR: WHITE (OTHER COLORS CAN BE CUSTOMIZED) 
PACKING：100M/ROLL 
INSTALLATION CONDITIONS: FIXED INSTALLATION 
APPLICATION: IT IS USED IN HIGH TEMP. INDUSTRIAL OVEN, HEATING SYSTEM, OIL-HEAT-GAS INDUSTRIES 
CONSTRUCTION: FIBERGLASS WEAVE+ MICA TAPE SURROUND+ FIBERGLASS WEAVE+ SILICONE COATED 
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